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Tweezers

Product                       EAN code             L                      L 
code                            731415+               mm                 inch

SA    ESD-safe. Stainless, antimagnetic, anti-acid steel.
TA     ESD-safe. Lightweight, high-temperature (1600F/870C) Titanium.
CF    ESD-safe. High-temperature tolerant Carbon Fiber tips.
CFR  ESD-safe. High-temperature tolerant, 190 C, Carbon fiber tips.

NC    Plastic Coated.
S       ESD-safe. Stainless.
EP    ESD-safe. Epoxy.

MATERIAL DESIGNATIONS
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Product                       EAN code             L                      L 
code                            731415+               mm                 inch

SA    ESD-safe. Stainless, antimagnetic, anti-acid steel.
TA     ESD-safe. Lightweight, high-temperature (1600F/870C) Titanium.
CF    ESD-safe. High-temperature tolerant Carbon Fiber tips.
CFR  ESD-safe. High-temperature tolerant, 190 C, Carbon fiber tips.

NC    Plastic Coated.
S       ESD-safe. Stainless.
EP    ESD-safe. Epoxy.

MATERIAL DESIGNATIONS

H I G H  S T R E N G H T  G E N E R A L  P U R P O S E

TL 475-SA               0110032            140.0            5.51             25             1

TL 648-SA               0110049            150.0            5.90             25             1

TL 649-SA
Round, curved and serrated tips.

TL 231-SA
Strong, serrated tips.

TL 649-SA               0110063            150.0            5.90             25             1

TL 231-SA               0110087            120.0            4.72             14             1

All tweezers are ESD-safe and 
pictured in original size (100%)

TL 475-SA
Round serrated tips.

TL 648-SA
High strength general purpose.

Also available in sets


